
Data-Sheet USB Switch 3-4 

• PC-controlled mains switches with german Schuko socket

• count of outlet sockets: 4

• Total load 230V / 16 A, max 3,500 W (single phase motor rating max. 550 W) using extrem reliable Finder®-
Relais

• Multiple USB-Switches at a single PC controlled by unique the serial number

• The control software ClewareControl for timed switching, USBswitch lies with a graphical user interface and USBswitchCmd for 
switching via command invocation for download

• Any switch could be controlled by programmed timer with up to 256 switch points

• No driver installation needed with Windows® x86/x64 variants. (® Microsoft Windows is a registered trademark 
of the Microsoft Corporation.)

• Application Program Interface for easy integration in user applikations

• Use with LabView® possible

• Linux support available.

• RoHS, CE & EN60950 conform/ IP20

• For indoor use only

• 2 years warranty

• Made in Germany

http://www.cleware.info/data/cleware_control_E.html
http://www.cleware.info/data/cleware_control_E.html#USBswitch
http://www.cleware.info/data/cleware_control_E.html#USBswitchCMD
http://www.cleware-shop.de/epages/63698188.sf/en_US/?ViewObjectPath=%2FShops%2F63698188%2FCategories%2FDownloads
http://www.cleware.info/data/linux_E.html
http://www.cleware.info/data/usbswitch3_E.html


Customs Tariff number: 85369095 

Country of origin: Germany 

Item details: 

Version Weight/g Length/mm Height/mm Width/mm 

USB-Switch 3  780 182 65 122 

USB-Switch 3 L  810 „ „ „ 

USB-Switch 4  810 „ „ „ 

USB-Switch 4 L  840 „ „ „ 


