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|6 mBH

Data-Sheet USB Vout

one USB-controlled control port, potential free

generates different switching voltages of 5V - 48V: see voltage options

ca. 0,5W output

control voltage is potential free

is generated from the USB power supply, no external power supply required

Simple 2 pin board connectoe (cable included) or 3.5 mm output jack: see options
USB cable length: see cable-options

potential free control voltage: see voltage-options

Application Program Interface for easy integration in user applikations

The control software ClewareControl for timed switching, USBswitch with a graphical user interface andUSBswitchCmd for switching
via command call is ready for download.

No driver installation needed with Windows® x86/x64 variants. (® Microsoft Windows is a registered trademark
of the Microsoft Corporation.

Can also be used under different Linux support

Use with LabView® possible

RoHS, CE & EN60950 conform / IP30

Multiple devices at a single PC controlled by unique the serial number

4 years warranty

Made in Germany


http://www.cleware.info/data/cleware_control.html
http://www.cleware.info/data/cleware_control.html#USBswitch
http://www.cleware.info/data/cleware_control.html#USBswitchCMD
http://www.cleware-shop.de/epages/63698188.sf/en_US/?ObjectPath=/Shops/63698188/Categories/Downloads
http://www.cleware.info/data/linux_E.html

Customs Tariff number: 85043121

Country of origin: Germany
Item details:

Version EAN number Weight/g | Length/mm | Height/mm | Width/mm
USB Vout12V 3,5 4251566201288 90 88 25 39
USB Vout 12V 3,5 L 4251566201295 120




